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CONSTRUCTION NUTES

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER TO THE
RESPECTIVE STANDARD DRAWING AND SHALL BE CONSTRUCTED
ACCORDINGLY, ANY NUMBER SHOWN BELOW THE NUMBER INDICATES
THE SPECIFIC ALTERNATE TO BE CONSTRUCTED.

CURVE RADII FOR SIDEWALK MEANDER SHALL BE 60’ EXCEPT FOR LOCATIONS
NOTED ON PLAN. SIDEWALK LAYOUT IS DIAGRAMMATIC AND MAY REQUIRE FIELD
ADJUSTMENT TO AVDOID DISPLACEMENT OF THE EXISTING IRRIGATION HEADS.
INSPECTION SHALL BE REQUIRED TO VERIFY SIDEWALK LAYOUT PRIOR TO
SKINNING THE TURF OR POURING CONCRETE. CONTRACTOR SHALL

CONTACT THE PARK PROJECTS INSPECTOR A MINIMUM OF 48 HOURS IN ADVANCE
AT (309>-782-5223 TO SCHEDULE AND INSPECTION. TOP 0OF SIDEWALK TO
MATCH EXISTING GROUND EXCEPT AT STA. 6+56. CONTRACTOR SHALL PROTECT
IN PLACE ALL EXISTING IMPROVEMENTS INCLUDING TREE ROOTS, IRRIGATION
SYSTEMS, AND UNDERGROUND UTILITIES. _

CONCRETE COLOR AND SCORING PATTERN TO MATCH EXISTING., SEE DETAIL AT
LEFT FOR SCORING PATTERN.

-~ MAXIMUM BANK SLOPE 0OF 31, STA 3+00 TO FISHING PIER.

CONCRETE DRAINAGE GUTTER AT STA. 7+40 IS TO BE CONSTRUCTED WITH SOIL
CEMENT OR COLORED CONCRETE TO MATCH THE EXISTING SOIL PER THE STANDARD
SPECIFICATIONS. WwW=3’ D=1”, SEE STD. DwWG. 220, SECTION A-A.

GENERAL NUTES

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY

1991 EDITION.

MEASURES TO LOCATE AND PROTECT ALL UTILITIES WHETHER OR NOT
SHOWN ON THIS PLAN.
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